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General Information: 
 

Notes  

SIMPLWINDOWS NAME:   Atlona AT-HD4-V4x Basic r0.0.umc 

CATEGORY:  HDMI Switch  

VERSION:   r0.0 

SUMMARY:   This module controls Power, Switching and Presets of the Atlona AT-
HD4-V41 and AT-HD4-V42 HDMI Matrix Switches. 

GENERAL NOTES:  This module controls Power and Switching of the Atlona AT-HD4-V41 
and AT-HD4-V42 HDMI Switches.  This module is SystemBuilder 
Compliant.  NOTE: All Digital inputs are buffered inside the module. 

CRESTRON HARDWARE 
REQUIRED:   

ST-COM, C2-COM, C2ENET-1/2  

SETUP OF CRESTRON 
HARDWARE:   

Unit Default is RS232 Baud: 115,200 Parity: N Data Bits: 8 Stop Bits: 1. 

 
 
 

Parameters:  
 

Parameter Name Notes 

None None 

 
 
 

Control 
 

Signal Name Type Notes 

Power_On D Pulse to turn unit on. 

Power_Off D Pulse to turn unit off. 

Enter(Take) D Pulse to send switch commands.  May be latched High to allow 
switches to happen automatically if VideoOut1~4 is changed. 

Out1 A Set to value of 0~1 to represent the input to be sent to the output.  
A Value of 0 sets switch to ARC (Audio Return Channel) mode. 

Auto_On D Pulse to put switcher into Auto Switch Mode. 

Auto_Off D Pulse to take switcher out of Auto Switch Mode. 

Poll_Enable D Pulse for a quick poll of the switcher.  If latched, switcher will be 
polled every 5 seconds for changes.  Module is updated based 
on real-time responses to commands sent to the unit, so if you do 
not expect the user to access the front panel to make switching 
changes, or if the front panel is locked out, polling beyond the 
initial sync is optional. 

Device_Rx_$ S Connect to RS232 receive. 
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Feedback 
 

Signal Name Type Notes 

Power_On_Fb D Unit is powered On feedback. 

Power_Off_Fb D Unit is powered Off feedback. 

Out1_Fb A Feedback representing the input that the output is at. 

ARC_Mode_On_Fb D Unit is in ARC Mode (Output is at Input 0). 

Auto_On_Fb D Auto Switch Mode is On.  

Auto_Off_Fb D Auto Switch Mode is Off. 

Device_Tx_$ S Connect to RS232 transmit. 

 
 
 

Testing 
 

Notes  

OPS USED FOR TESTING:   AV2: 4.007.005 
MC3: 1.005.0015   

SIMPL WINDOWS USED FOR 
TESTING:   

4.01.10 

DEVICE DB USED FOR 
TESTING:   

46.05.007.00 

CRESTRON DB USED FOR 
TESTING:   

35.06.004.00 

SAMPLE PROGRAM:    Atlona AT-PRO2HD88M Basic Demo (QM-RMC) r0.0.smw 

DEVICE FIRMWARE USED FOR 
TESTING: 

1.1.19 

 
 
 

Revision History 
 

Date Initials Comments 

01.16.2013 CDR V0.0 Initial Release 

   

   

   

   

   

   

   

   

   

 


